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deck located over a baggage compart-
ment.

Rapid rail means a subway-type tran-
sit vehicle railway operated on exclu-
sive private rights-of-way with high-
level platform stations. Rapid rail may
also operate on elevated or at-grade
level track separated from other traf-
fic.

Remanufactured vehicle means a vehi-
cle which has been structurally re-
stored and has had new or rebuilt
major components installed to extend
its service life.

Specified public transportation means
transportation by bus, rail, or any
other conveyance (other than aircraft)
provided by a private entity to the gen-
eral public, with general or special
service (including charter service) on a
regular and continuing basis.

Tram means any of several types of
motor vehicles consisting of a tractor
unit, with or without passenger accom-
modations, and one or more passenger
trailer units, including but not limited
to vehicles providing shuttle service to
remote parking areas, between hotels
and other public accommodations, and
between and within amusement parks
and other recreation areas.

Used vehicle means a vehicle with
prior use.

§1192.4 Miscellaneous instructions.

(a) Dimensional conventions. Dimen-
sions that are not noted as minimum
or maximum are absolute.

(b) Dimensional tolerances. All dimen-
sions are subject to conventional engi-
neering tolerances for material prop-
erties and field conditions, including
normal anticipated wear not exceeding
accepted industry-wide standards and
practices.

(c) Notes. The text of these guidelines
does not contain notes or footnotes.
Additional information, explanations,
and advisory materials are located in
the appendix.

(d) General terminology. The terms
used in this part shall have the fol-
lowing meanings:

(1) Comply with means meet one or
more specification of these guidelines.

(2) If or if * * * then denotes a speci-
fication that applies only when the
conditions described are present.
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(3) May denotes an option or alter-
native.

(4) Shall denotes a mandatory speci-
fication or requirement.

(5) Should denotes an advisory speci-
fication or recommendation and is used
only in the appendix to this part.

Subpart B—Buses, Vans and

Systems
§1192.21 General.
(@) New, used or remanufactured

buses and vans (except over-the-road
buses covered by subpart G of this
part), to be considered accessible by
regulations issued by the Department
of Transportation in 49 CFR part 37,
shall comply with the applicable provi-
sions of this subpart.

(b) If portions of the vehicle are
modified in a way that affects or could
affect accessibility, each such portion
shall comply, to the extent practicable,
with the applicable provisions of this
subpart. This provision does not re-
quire that inaccessible buses be retro-
fitted with lifts, ramps or other board-
ing devices.

§1192.23 Mobility aid accessibility.

(a) General. All vehicles covered by
this subpart shall provide a level-
change mechanism or boarding device
(e.g., lift or ramp) complying with
paragraph (b) or (c) of this section and
sufficient clearances to permit a wheel-
chair or other mobility aid user to
reach a securement location. At least
two securement locations and devices,
complying with paragraph (d) of this
section, shall be provided on vehicles
in excess of 22 feet in length; at least
one securement location and device,
complying with paragraph (d) of this
section, shall be provided on vehicles 22
feet in length or less.

(b) Vehicle lift—(1) Design load. The
design load of the lift shall be at least
600 pounds. Working parts, such as ca-
bles, pulleys, and shafts, which can be
expected to wear, and upon which the
lift depends for support of the load,
shall have a safety factor of at least
six, based on the ultimate strength of
the material. Nonworking parts, such
as platform, frame, and attachment
hardware which would not be expected
to wear, shall have a safety factor of at
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